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All information, recommendations, or advice contained in this documentation is given in good faith to the
best of Zephyr Solar Technologies (Pty) Ltd’s knowledge and is based on current industry norms and
standards. Since the actual use of this documentation by the user is beyond the control of Zephyr Solar
Technologies (Pty) Ltd, such use is within the exclusive responsibility of the user. Zephyr Solar
Technologies (Pty) Ltd cannot be held responsible for any loss incurred through incorrect or faulty use of
this documentation.

Great care has been taken to ensure that the information provided is correct, Zephyr Solar Technologies
(Pty) Ltd will accept no responsibility for any errors and or omissions, which may have inadvertently
occurred. Zephyr Solar Technologies (Pty) Ltd provides free installation training on all Zephyr Solar
Technologies (Pty) Ltd products. It is the installers responsibility to ensure they receive the correct product
training before undertaking the installation of a Zephyr Solar Technologies (Pty) Ltd product. Please
contact Zephyr Solar Technologies (Pty) Ltd to register for training if needed. All drawings in the Zephyr
Solar Technologies (Pty) Ltd documentation are shown NOT to scale.

The use of stainless steel screws are recommended in harsh environments. The hardware and accessories
recommended in Zephyr Solar Technologies (Pty) Ltd manuals are suitable for use in most atmospheric
environments. When hardware and accessories are used in severe coastal environments, please request
assistance from Zephyr Solar Technologies (Pty) Ltd to ensure the hardware and accessories selected are
fit for purpose.

Only the mechanical and chemical fixing and anchoring solutions, products, and processes specified in the
Zephyr Solar Technologies (Pty) Ltd manuals may be used. These solutions, products, and processes have
been independently tested by a Registered Professional Structural Engineer and approved for the
applications outlined in the Zephyr Solar Technologies (Pty) Ltd manuals.

The designs cover wind loading up to 2000Pa and only a Structural Engineer may approve alternative
products, processes, and solutions to those specified in the Zephyr Solar Technologies (Pty) Ltd
manuals. All product tests, approval by calculation done, or specifications provided in Zephyr Solar
Technologies (Pty) Ltd manuals and documentation should not be used as a blanket product/project
approval. Design responsibility rests with the appointed Project Engineer.

The project location and environment must be carefully considered when planting aluminium into the
ground and concrete and due care must be taken to avoid corrosion of the aluminium if cast in concrete.
No abrasive or corrosive agents are to be used in the cleaning of Zephyr Solar Technologies (Pty) Ltd
Aluminium profiles and products. The use of high content acid or alkaline agents will cause damage to the
surface coating.

By continuing to use this document you acknowledge that you understand and accept the legal disclaimer.

website : www.zephyrsolar.co.za  email : sales@zephyrsolar.co.za tel : 0870578553/4




COMPONENTS BREAK DOWN

RO LILE 3 PANEL 4 PANEL 5 PANEL
EE?j x6 x8 x10
SPACIENM k. 3 PANEL 4 PANEL 5 PANEL
gpam 3 PANEL 4 PANEL 5 PANEL
e 8 8 8
N
RAIL 3 PANEL 4 PANEL 5 PANEL
MOUNT
3 PANEL-3.6m | 4 PANEL-4.75m | 5PANEL -5.9m
MOUNTERN BRACKET 3 PANEL 4 PANEL 5 PANEL
x10 x12 x14
38mm SELF DRILLING 3 PANEL 4 PANEL 5 PANEL
SRR x12 x14 x16
25mm SELE DRELING 3 PANEL 4 PANEL 5 PANEL
x22 x26 x30
JOINER: 3 PANEL 4 PANEL 5 PANEL
| | x2 195mm x2 195mm x2 195mm
AN IHEET 3 PANEL 4 PANEL 5 PANEL
o x10 x12 x14




REQUIRED TOOLS:
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TO BE USED ON A 40mm SOLAR PANEL

5mm SPACER



STEP 1:

REMOVE THE ROOF TILE, HOOK THE PROVIDED MOUNTING BRACKET ONTO
THE ROOF BATTEN, AS SHOWN BELOW.

REPEAT THIS PROCESS AND ENSURE THE DISTANCE BETWEEN THE MOUNTING
BRACKETS IS AS SHOWN BELOW.

THE RAILS & BRACKETS MUST NOT BE WALKED ON
DURING INSTALLATI?CI;I IIC‘I)'II'{SUSED AS ANCHORING




CENTRALISE THE MOUNTING RAIL, AS SHOWN BELOW, THEN FIRMLY FASTEN THE
MOUNTING RAIL TO THE MOUNTING BRACKETS USING THE SUPPLIED TEK SCREWS.

PLEASE SEE IMAGES BELOW FOR CLARITY.
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STEP 3:

EVENLY SPACE THE SOLAR PANELS ON TOP OF THE MOUNTING RAILS, SECURELY FASTEN
THE SOLAR PANELS TO THE MOUNTING RAILS, USING THE END BRACKETS ON THE EDGES,
CENTRE BRACKETS IN BETWEEN THE SOLAR PANELS.

CREW

PLEASE SEE IMAGES BELOW FOR CLARITY. Q 38mm SELF DRILLING

CENTRE PANEL
< ® MOUNTING BRACKET
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